LENTON MECHANICAL SPLICES:

HOW TO ORDER:

To order the correct LENTON mechanical splices for your construction applications, please call your local ERICO representative.

Sanfield (India) Limited.

Head office:

13 - A, D - Sector,

Industrial Area,

Govindpura,

Bhopal – 462 023, India.

Phone

:    + 91 755 2602661 / 62 / 64 / 65

Fax

:    + 91 755 2602663, 4270730

e-mail 
:    sanfieldindia@gmail.com 
                
     sanfield1@mantrafreenet.com
Website 
:    http://www.sanfieldind.com
HOW TO SPECIFY:

Draft Specifications

Specific: Mechanical connections shall be LENTON® taper threaded couplers as manufactured by ERICO®.

Generic: The mechanical connection shall meet building code requirements of developing full strength in tension and compression, as required by____*. The mechanical connection shall be the positive locking, taper threaded type coupler manufactured from high quality steel. The bar ends must be taper threaded using the manufacturer’s bar threading equipment to ensure proper taper and thread engagement. Bars shall be installed to the manufacturer’s requirements. The couplers shall be manufactured using registered quality systems around the world.

* Specifications as required by local norms / codes for eg. IRC, BS: 5400 Part 4 and ASME Specifications.
Draft Bill of Quantities for Bar Couplers
	S. No.
	Description
	Unit
	Quantity
	Rate / Unit
	Amount
	Remark

	01

(a)

(b)

(c)

(d)

(e)
	Couplers
The mechanical connection shall meet building code requirements of developing full strength in tension and compression, as required by____*. The mechanical connection shall be the positive locking, taper threaded type coupler manufactured from high quality steel. The bar ends must be taper threaded using the manufacturer’s bar threading equipment to ensure proper taper and thread engagement. Bars shall be installed to the manufacturer’s requirements. The couplers shall be manufactured using registered quality systems around the world.

* Specifications as required by local norms / codes for eg. IRC, BS: 5400 Part 4 and ASME Specifications.

For 20 mm dia. bars

For 25 mm dia. bars

For 28 mm dia. bars

For 32 mm dia. bars

For 36 mm dia. bars
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